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Insert 8-32 x 3/4" steel screws (A) [provided] into mounting plate (B).   
Attach mounting plate to the outlet box (Figure 4), with screw threads 
facing outward, using the outlet box screws (C) [provided].   Connect the 
wires from the outlet box and fixture.  Attach black fixture wire to black 
supply wire, white fixture wire to white supply wire and bare or green 
ground fixture wire to green ground supply wire using wire connectors (D).

SAFETY TIPS
READ IMPORTANT SAFETY TIPS BEFORE PROCEEDING WITH INSTALLATION

INSTALLATION INSTRUCTIONS

Turn fixture off!  (Place wall switch in off 
position, if fixture has built-in switch or chain 
pull, switch or pull chain so fixture is off.)

Screw-in type fuses - unscrew the fuse or 
fuses that control the power to the fixture or 
room you are working in.

Next - go to the main fuse box. If your fuse box has an 
ON/OFF switch, simply place main power switch in OFF 
position.

I241VCLEOSES

CLEAN ONLY WITH MILD SOAP AND 
WATER.  AVOID SPRAYING WITH 
CLEANSERS, INSECTICIDES, AND 
PESTICIDES THAT ARE PETROLEUM 
BASED HYDROCARBON PRODUCTS. 
THESE WILL DEGRADE LUMINAIRE.

CAUTION: Do not turn on without diffuser installed. Do not touch LEDs or circuit board. LED optics could be damaged. No 
lamp replacement required! Integral LED light engine supplied. Do not remove protective cover from LED light engine.
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Align mounting holes in the Fixture Canopy Assembly (E) with the 
8-32 x 3/4" steel screws (A) in the mounting plate, position fixture 
over outlet box and hold the fixture against the mounting wall.  
Secure fixture to the wall by tightening the two cap nuts (F) onto the 
8-32 screws.  Tighten by using pliers to properly secure the fixture.  
Once tightened against the wall, the edge between the Fixture 
Canopy Assembly  and wall should be caulked with an acrylic caulk 
(not supplied) to provide a water tight seal.

No lamp replacement required! Integral LED light engine supplied. Do 
not remove protective cover from LED light engine.


